
FIRESYS

USER GUIDE REDUCER [450 / 150:125931]

[450/150: 125931] 

PARTS USED

PARTS USED

Inner reducer parts  1x 125800 / 125801 Outer reducer cover 1x 125802 / 125803 Fire protection layer 2x 125806

INTENDED USE: FIXATION ON STRUCTURAL STEEL – KIT OVERVIEW

1

Cover splice 1x 125805

Locking nuts 

4x 1371971 

Hexagon nut nylock 

4x 77521

High neck bolts 

8x 90055

Bottom splice 1x 125804

Washer         

4x 1372782

Self-drill screw

4x 125626
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Cutting line
2

6

1
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Place the inner reducer 125800 / 125801 inside  

the tray and connect it by using bolts 4x 90055

and locking nuts 4x 1371971 with nuts facing 

outwards.

Proceed with the installation according to the

GENERAL ASSEMBLY INFORMATION nb 2. and 3.

.

REDUCER [450 / 150:125931]

4

Proceed with the installation according to the

USER GUIDE straight tray nb. 5 to nb 13. until the 

reducer. 

Add the fire protection layer of the reduced tray. 

Place bottom splice 125804 between the bottom 

outer cover and bottom fire protection layer of the 

straight tray

INSTALLATION STEPS REDUCER

2

Connect the end of the next straight tray, that has no 

splice connectors to the reducer inner parts. Use 

high neck bolts 4x 90055 and lock nuts 4x 1371971 

with nuts facing outwards. Lock nuts shall be used at 

the 150 mm section. 

3

NOTE If reducer is used from 150 tray to 450 tray cut 

inner tray 150 according to USER GUIDE straight 

tray to ensure spikes and tray connection is working.

7

Slide bottom outer cover of the straight tray over the 

reducer bottom splice. Proceed with the installation 

according to the USER GUIDE straight tray.

8

Slide the outer reducer cover 125802/125803 into 

position shown as in picture. Ensure the flanges on 

the bottom part are fitting between fire protection 

layer of straight tray and bottom outer cover of 

straight tray,  

Flanges
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9

Insert fire protection layers 2x 125806 between 

reducer outer cover. 

REDUCER [450 / 150:125931]

INSTALLATION STEPS REDUCER

3

Add cover splice 125805 and fix it by the locking bolt 

set of the straight tray. 

. 

Fire protection layer 10 11

(1) Drill a Ø3.5mm hole through the hole in the 

flange of the outer reducer cover. (2) Install 

4x 125626 screws with a washer 1372782 into the 

Ø3.5mm holes.

(1)(2)
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