
FIRESYS

USER GUIDE PREFABRICATED SUPPORTS:  U -SHAPE, L-SHAPE,  GOAL POST

[450] - example 

PARTS USEDU-SUPPORT – KIT  OVERVIEW

1

Locking bolt set 1371983

U-Shape 12x 

L-Shape 6x

Goal post 12x 

Washer 372782

amount depending on  

support width

Self-drill screw 125626

amount depending on  

support width

[450] - example [150] - example

L-SUPPORT – KIT OVERVIEW

U-SUPPORT – 450 only

L-SUPPORT

[450] - example 

GOAL POST – KIT  OVERVIEW

NOTES: 

• “Parts used” are supplied with support 

kits to complete installation

• KIT item numbers see “FireSys supports” 

wallchart 

• Vertical channel length variation is 

reflected in item number e.g. 125515-920 

(length 920mm)

PARTS USED

Bottom outer cover 1x 125515

Fire protection 1x 125514Bottom outer cover 125603 / 125601

Fire protection 2x 125514

Fire protection end cover 1x 125606 Outer end cover 125604

ØI-RD-UG-EN-0468. READ TOGETHER WITH ØI-RD-UG-EN-0460: FIRESYS GENERAL INSTALLATION INFORMATION
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Lift the support and connect the channel with the 

starter brackets by using 6x 1371983 M10 locking 

bolt set per starter, as shown in the picture. Bolt 

heads facing outwards.

Recommendation:  For the health and safety 

reason it is recommended to install with min. 2-3 

trained installers.

(1) Drill a Ø3.5mm hole through the hole in the 

flange of the collar. Install 1x 125626 screws with 

a washer 1372782 into the Ø3.5mm holes. 

(2) Tighten the M6 preassembled locking bolt sets 

1371981 on all flanges.

3

Installation of straight tray will be done according to 

USER GUIDE Straight Tray [450] [150]

Tighten 4x 1371973 nuts according to standard 

recommended torque moment at the bottom of the 

support.

Insert 2x fire protection layer 125514.

INSTALLATION STEPS SUPPORT

2

Slide the collars with the fire protection material until 

it is touching the passive fire protection layer of the 

structure.

2

7

Close the support with the bottom outer cover 

125515. Use screw 125626 and washer 1372782 in 

all predrilled holes.

(1)

(2)

PREFABRICATED SUPPORTS: U -SHAPE

ØI-RD-UG-EN-0468. READ TOGETHER WITH ØI-RD-UG-EN-0460: FIRESYS GENERAL INSTALLATION INFORMATION
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Drill a Ø3.5mm hole through the holes in the top 

outer end cover. Install screws 125626 with washer 

1372782 into the Ø3.5mm holes. 

Close the end with 1x 125606 fire protection end 

cover and 1x 125604 top outer end cover. 

INSTALLATION STEPS L-SUPPORT

3

PREFABRICATED SUPPORTS: L-SHAPE

3

Installation steps L-Support same procedure as U-

SUPPORT

See step 1 -7: USER GUIDE PREFABRICATED 

SUPPORST: U-SHAPE

ØI-RD-UG-EN-0468. READ TOGETHER WITH ØI-RD-UG-EN-0460: FIRESYS GENERAL INSTALLATION INFORMATION
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Place the support and connect the channel with the 

starter brackets by using 6x 1371983 M10 locking 

bolt set per starter, as shown in the picture. Bolt 

heads facing outwards.

Recommendation:  For the health and safety 

reason it is recommended to install with min. 2 

trained installers;

Slide the collars with the fire protection material until 

it is touching the passive fire protection layer of the 

structure.

2

Installation of straight tray will be done according to 

USER GUIDE Straight Tray [450] [150]

Tighten 4x 1371973 nuts according to standard 

recommended torque moment at the bottom of the 

support.

Insert 2x fire protection layer 125514.

INSTALLATION STEPS SUPPORT

3

7

Close the support with the bottom outer cover 

125515. Use screw 125626 and washer 1372782 in 

all predrilled holes.

(1)

(2)

PREFABRICATED SUPPORTS: GOALPOST

ØI-RD-UG-EN-0468. READ TOGETHER WITH ØI-RD-UG-EN-0460: FIRESYS GENERAL INSTALLATION INFORMATION

3

(1) Drill a Ø3.5mm hole through the hole in the 

flange of the collar. Install 1x 125626 screws with 

a washer 1372782 into the Ø3.5mm holes. 

(2) Tighten the M6 preassembled locking bolt sets 

1371981 on all flanges.
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