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The number of holes on the bracket depends on the 
bracket width.

INTENDED USE
HD Cover clamps are designed for use in locations 
exposed to wind loads. The clamp fully surrounds the 
cover and tray assembly and can be installed horizontally 
or vertically (running horizontally and vertically – see page 
2 for examples). 

Main fixing bolts (Locking bolts M6), along with M6 Nylock 
nuts, are included in the HD cover clamp assembly. 
Bolt length varies according to tray height. Locking bolt 
M6x12 with Locking nut M6 are supplied for connecting 
the bracket to the underside of the tray. Additional pan 
head bolts may be required depending on the position/
width. Use a minimum of three HD clamps for every 3 m 
cover. Position end clamps approximately within 100 mm 
of each cover end.

Correct Tightening Procedure for Main Fixing Bolts

Correct
No bend in clamp

Incorrect 
Bent HD clamp’s top plate

New Generation of HD Cover Clamp The HD Cover Clamp can be installed in 
the same direction to accommodate space 
constraints, offset installation is recommended 
as it enhances load distribution and increases 
overall clamping performance.

Hexagon nut 
nylock M6

Locking bolt 
M6x12 with 

Locking nut M6 

Flat Elbow With Cover 90º T-piece With Cover 

The fittings must be bolted to the cover through the HD clamp for all applications and sizes. 

     Width: 50-75mm	 Width:100-600mm

Examples of the Typical application

Tighten the nylock nuts until it is in contact with the cover, then apply 
an additional 90° turn. Do not overtighten to avoid deforming the HD 
clamp’s top plate.
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INSTRUCTION FOR USE
Horizontal application:
•	 Attach the clamp bracket to the underside of the tray 

using 2xM6 self-locking bolts with locking nut (ideally 
before cables are installed). Tighten the M6 locking nut 
to 8 Nm.

•	 For widths W ≥ 300 mm, fix the top bracket to the cover 
using pan head bolts, with the nut facing outward, as 
required for vertical installation, and tighten to 8 Nm.

•	 Fit the cover, then secure it in place with the second 
clamp bracket and the supplied 2×M6 self-locking bolts 
and M6 nylock nuts. 

Tighten the nuts - Follow the Correct Tightening Procedure for 
Main Fixing Bolts for all applications and sizes (see page 1).

Vertical Application - running vertically, horizontally:
•	 Attach the clamp bracket to the underside of the tray 

using 2×M6 self-locking bolts (ideally before cables are 
installed). Tighten the M6 locking nut to 8 Nm.

•	 Test-fit the cover with the second clamp bracket and 
mark the position of the hole(s) to be drilled in the cover.

•	 Disassemble, drill holes Ø 7 mm, and fix the second 
clamp bracket to the cover using pan head bolts, with 
the nut facing outward. 
Drilling holes and fixing the cover to the second clamp bracket 
for vertical with horizontal running placement is OPTIONAL for 
widths below 300mm.

•	 Fit the bracket and cover assembly over the tray and 
fasten securely using the 2×M6 self-locking bolts and 
supplied M6 nylock nuts. 

Tighten the nuts - Follow the Correct Tightening Procedure for 
Main Fixing Bolts for all applications and sizes (see page 1).

Assembled Horizontally - Position clamp 
approximately within 100 mm from the end.

Horizontal Application

Attach the clamp bracket to 
tray with at least 2xM6 self 
locking bolts

Drill Ø 7mm hole and fix the top bracket to the cover and 
secure it in place with pan head bolts and locking nut 
M6, if required for widths.

Drill Ø7 mm hole(s) and attach 
top bracket to cover.

Assembled Vertically - running 
vertically

Attach clamp bracket to tray 
with at least 2xM6 self locking 
bolts

Width   Holes
  50	 1
  75	 1
 100	 1
 200	 1
 300	 2
 400	 4
 500	 4
 600	 4

Vertical Application

                Assembled vertically - 
running horizontally


