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RZE-R Flat Elbow 90°

Type Description HDG
El. no.

HDG
(kg)

RZE-R FE-90-150 13 720 68 2.9

RZE-R FE-90-200 13 720 69 3.2

RZE-R FE-90-300 13 720 70 4.1

RZE-R FE-90-400 13 720 71 4.8

RZE-R FE-90-450 13 720 72 5.1

RZE-R FE-90-500 13 720 73 5.5

RZE-R FE-90-600 13 720 74 6.2

NB! Only available upon request.

90° Flat Elbow for the RZE-R Cable Ladder System. 
Radius = 200 mm.

Perforated Profiles

RZE-R Cable Ladder System
for shipbuilding in HDG material

RZE-R Cable Ladder

Type Description HDG
El. no.

HDG
(kg)

RZE-R-100 13 733 04 8.3

RZE-R-150 13 733 05 8.8

RZE-R-200 13 733 06 9.3

RZE-R-300 13 733 07 10.5

RZE-R-400 13 733 08 11.5

RZE-R-450 13 733 09 12.1

RZE-R-500 13 733 10 12.7

RZE-R-600 13 733 11 13.8

Flexible Cable Ladder with Z-profiled and slotted rungs. 
The ladder features perforation on the siderails to easily
change direction vertically or sideways. Length = 3 m.

Splice Connector

Type Description HDG
El. no.

HDG
(kg)

RZE SC-40-P 13 733 12 0.08

Fastener(s) included.

Two Splice Connectors required for each connection.

Fixing Clamp

Type Description HDG
El. no.

HDG
(kg)

RZE FC-40 13 720 99 0.09

Fastener(s) included.

Fixing Clamp for clamping on the siderail 
of the RZE-R cable ladder.

Tee- and Cross-Piece Bracket

Type Description HDG
El. no.

HDG
(kg)

RZE-P TE-PA 13 733 13 -

Fastener(s) included.

Bracket for forming Tee- and Cross-Pieces.

Angle Iron

Type Description HDG
El. no.

HDG
(kg)

AI-CW-7x16-30x30x3x3000 13 721 34 3.9

AI-CW-7x16-40x40x4x3000 13 721 40 7.1

AI-LW-7x30-30x30x3x3000 13 721 17 4.2

AI-LW-7x30-40x40x4x3000 13 721 18 7.4

Angle section for universal support with 
lateral or longitudinal slots on one side.

Flat Bar

Type Description HDG
El. no.

HDG
(kg)

Fl-CW-7x20-30x5x3000 13 721 30 2.8

Fl-CW-7x20-40x5x3000 13 721 31 4.1

Fl-CW-7x20-50x4x3000 13 721 03 4.3

Fl-LW-7x35-25x5x3000 13 721 11 2.6

Fl-LW-7x35-30x5x3000 13 721 12 3.3

Fl-LW-7x35-40x5x3000 13 721 13 4.6

Fl-LW-7x35-50x5x3000 13 721 14 5.8

Fl-LW-11x30-40x8x3000 13 721 02 7.1

Flat strip for universal support with 
lateral and longitudinal slots.

Certificates: Please contact us for exact application.

This poster shows the main/most used parts of the RZE-R System. 
For a full overview of the RZE System view our products online:
www.oglaend-system.com/selector

Riser slots
The RZE-R side rails feature a hole 
pattern, which allows the ladder to be 
partially cut, then bent to create vertical 
risers. The cuts can then be welded in 
place if necessary.

Sideways adjustment
Place the ladder upright on a pallet, then 
line up the hole to the edge of the pallet. 
Simply step and press down on the side 
rail to adjust sideways. This technique is 
useful for avoiding obstacles like pipes.


