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Hilti Cable Transit 

System             
CFS-T SSF transit 

frames 

Material quality 

 

• Standard, steel S235 JR, rust preventive primer coated 

• Stainless steel, material grade 1.4571/ A4 (DIN 17456 or AISI 316Ti) 

Dimensions of CFS-T SSF transit frames 

 
CFS-T SSF 4 x 1 4 x 2 4 x 3 4 x 4 4 x 5 

H1xB1 in mm 160x120 160x250 160x380 160x510 160x640 

H2xB2 in mm 300x260 300x390 300x520 300x650 300x780 

6 x 1 6 x 2 6 x 3 6 x 4 6 x 5 

H1xB1 in mm 218x120 218x250 218x380 218x510 218x640 

H2xB2 in mm 358x360 358x390 358x520 358x650 358x780 

8 x 1 8 x 2 8 x 3 8 x 4 8 x 5 

H1xB1 in mm 277x1200 277x250 277x380 277x510 277x640 

H2xB2 in mm 417x260 417x390 417x520 417x650 417x780 

Tolerances: CFS-T SSF frames are manufactured with a tolerance of -0.0/+0.4 mm for each frame window. Accordingly, with multiple frame 

combinations, total tolerance may be up to 4 mm (dimensions B1/B2). 




