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SPB-RF FLAT ELBOW 45° & 90°

SPB - Fittings

INTENDED USE
Standard Flat Elbow 45° and 90° with integrated 
splice connectors. Standard radius is 75 mm.

INSTRUCTION FOR USE
1.	 Bend the integrated splice connector by 

hand to fit inside Cable Tray.
2.	 Slide Flat Elbow inside Cable Tray.
3.	 Repeat steps 1 and 2, to fit the Cable Tray on 

the other side. The Flat Elbow is now situated 
inside the two cable trays.

4.	 Attach the integrated splice connectors to 
the 2 cable trays loosely with self locking 
bolts. 
If the Cable Tray width is 200 mm or wider, 
attach the bottoms together with self locking 
bolts.

5.	 Adjust and tighten securely.

Example with cover fitted.

SPB-RF60 
Flat Elbows 
installed.

SPB-RF40 Flat Elbows

User Guide for Bolts:
Recommended Torque

Step 1. 
Bend the integrated splice connector by hand to 
fit inside tray.

Steps 3-5. 
Repeat steps 1 and 2, to fit Cable Tray on the 
other side. Secure with self locking bolts.

Step 2. 
Slide Flat Elbow inside Cable Tray.

45° 90°

https://www.oglaend-system.com/Rec_torque.pdf

